BREAKAWAY AND NON-BREAKAWAY SIGN POST FOUNDATIONS

TOP OF FOOTING
[ / 1“ CHAMFER

TOP 12"
TO BE FORMED

GROUND L INE

SECTION A-A

A,
% AN H

HORIZONTAL BARS EQUALLY SPACED

+ —1.3 “|-a—— CLEARANCE

3

L CLEARANCE

— D
.0
) ANCHOR-DETAILS
REFER TO APPROPRIATE
800 SERIES STANDARD

PLATE FOR DETAILS.

HORIZONTAL TIES \ “\
> ‘ VERTICAL BARS

EQUALLY SPACED
PLAN VIEW

FOUNDATION DATA TABLE

POST SIZE D H VERTICAL HORIZONTAL CONCRETE
IN IN REINFORCEMENT REINFORCEMENT REQ'D C..
W6 x 9 30" | 6'-0"| EIGHT (8)—- NO.7| SEVEN (7)- NO.4 1.09
W6 x 12 30" | 6°-0"| EIGHT (8)- NO.7| SEVEN (7)- NO.4 1.09
W6 x 15 30" | 6°-6"| EIGHT (8)- NO.7| SEVEN (7)- NO.4 1.18
w8 x 18 30| 7°-6“| EIGHT (8)- NO.9| EIGHT (8)- NO.4 1.36
W8 x 21 30" | 8'-0"| EIGHT (8)- NO.9| NINE (9)- NO.4 1.45
W10 x 22 36" | 8'-6"|EIGHT (8)- NO.10| NINE (9)- ND.4 2.23
W10 x 26 36“ | 9°-0"[EIGHT (8)- NO.10[ TEN (10)- NO.4 2.36
W12 x 26 36“ |10°-0" |EIGHT (8)- NO.10| ELEVEN (11— NO.4 2.62
W14 x 30 | 36“ [11°-0“|EIGHT (8)- NO.10|TWELVE (12)- NO.4| 2.88
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